
STIEBEL ELTRON WPL 25 14KW HEAT PUMP

WWW.HYDRONIC.COM.AU

Designed and developed in Germany, the Stiebel Eltron range of hydronic heat pumps are the most energy e�cient 
on the Australian market. Siebel’s superior inverter technology produce up to 14 Kwatt’s of heating energy at an 
exceptionally high COP (Coe�cient of performance) of 5, meaning 1 Kwatt of electricity can produce up to 5.0 Kwatts 
of heat energy to heat your home. All Stiebel Eltron heat pumps also feature Stiebel’s trademark ultra-quiet operation 
and remote web diagnostic capabilities.

Stiebel Eltron hydronic heat pumps are the logical choice for the energy conscious consumer.

GEELONG 03 5223 3181
CANBERRA 02 6280 8181

THOMASTOWN 03 9464 4622
ALBURY/WODONGA 02 6024 7188

MELBOURNE SHOWROOM 
922-926 Glen Huntly Road, Caulfield South VIC 3162

03 9569 9559

WHY CHOOSE STIEBEL ELTRON HEAT PUMPS?

*annual service required

CAPABLE OF PRODUCING 
14KW OF HEAT ENERGY

SMART GRID AND SOLAR 
PV COMPATIBLE

MADE IN GERMANY 
DESIGNED FOR AUSTRALIA

ENERGY EFFICIENT
LOW OPERATING COSTS 

ULTRA QUIET 
32DB OPERATION

5 YEAR STIEBEL 
ELTRON WARRANTY

YOUR PATHWAY TO A SUSTAINABLE FUTURE



STIEBEL ELTRON WPL 25 14KW

WWW.HYDRONIC.COM.AU

THE FUTURE OF HYDRONIC HEATING
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Output at A7/W35 (EN 14511)

Coe�cient of performance at A7/W35 (EN 14511)

Max. operating current

Sound power level (EN 12102)

Sound pressure level at 5 m distance in a free field

Max. flow temperature

Refrigerant

Height | Width | Depth

Weight

230 V (single phase)

14.0 kW

4.82

35 A

54 dB(A)

32 dB(A)

65°C

R410A

1045 | 1490 | 593 mm

175 kg

400 V (3 phase) 

14.0 kW

5.09

35 A

54 dB(A)

 32 dB(A)

65°C

R410A

1045 | 1490 | 593 mm

175 kg

Technical Data WPL 25 ACS WPL 25 AC

External Dimensions

Height 

Width 

Depth

800 mm

600 mm

200 mm

PUMP UNIT

*Data point required

Height 

Width 

Depth

1050 mm

1490 mm

593 mm

HEAT PUMP

*300mm clearance required behind

Width 

Depth

2000 mm

1000 mm

MINIMUM SLAB SIZE

Height 

Width 

1000 mm

600 mm

BUFFER TANK

40 AMP SINGLE PHASE ISOLATOR 

10 AMP DOUBLE GPO

1/2 INCH WATER SUPPLY

DRAIN POINT AT GROUND LEVEL

ADDITIONAL REQUIREMENTS


